U660E AUTOMATIC TRANSAXLE — PARK / NEUTRAL POSITION SWITCH AX-183 


PARK / NEUTRAL POSITION SWITCH 
COMPONENTS 


ENGINE ROOM SIDE 
S COVER LH 


a HOOD HINGE COVER LH 


, AIR CLEANER INLET 
yy ~a ASSEMBLY 
‘o. 


CONTROL 
NO. 1 AIR CLEANER INLET = SHAFT LEVER 


AIR CLEANER CASE 
SUB-ASSEMBLY 


TRANSMISSION OT 
CONTROL CABLE | 


PARK/NEUTRAL POSITION 
SWITCH ASSEMBLY 


7.8 (80, 69 in.*Ibf) 


AIR CLEANER BRACKET 


N*m (kgf*cm, ft.*Ibf) |: Specified torque @ Non-reusable part 


C142591E01 


AX-184 


U660E AUTOMATIC TRANSAXLE — PARK / NEUTRAL POSITION SWITCH 


ON-VEHICLE INSPECTION 


1. 


INSPECT PARK/NEUTRAL POSITION SWITCH 

ASSEMBLY OPERATION 

(a) Apply the parking brake. 

(b) Turn the engine switch on (IG). 

(c) Depress the brake pedal and check that the engine 
starts when the shift lever is set in the N or P 
position, but does not start in other positions. 

(d) Check that the back-up light comes on and the 
reverse warning buzzer sounds when the shift lever 
is set in the R position, but the light and buzzer do 
not operate in other positions. If a failure is found, 
check the park/neutral position switch for continuity. 


